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STEEL REINFORCED
NYLON RESIN HOSE

Construction:

e Inner Tube: Thermoplastic inner tube resistant to hydraulic fluids
e Reinforcement: High tensile steel wire
e Cover: A layer of hydraulic fluid and weather resistant thermoplastic

e Outside: One red fire sleeve

Temperature:
-40 °C to + 100 °C (-40 °F to +212 °F)

Safety Factory: 4:1
Application:

The hose is mainly applied to auto industry, engineering machinery, transport of high-voltage and transmission of
fluid of hoisting and conveying machinery. Because of good oil, heat, high pressure resistant also anti-aging and

pulse performance, it can be used as the special hose of high pressure spray paint and high pressure cleaner.
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Reinforced Nylon Elastomer Resin Hose Technical Specification

NO ID Reinforce OD. Max W.P Min B.P Min BR.
. mm 21Clls mm Mpa Psi Mpa Psi mm
NH-3/2SP 3 2 8 120 17400 300 43500 95
NH-3/4SP 4 9.2 200 29000 500 72500 100
NH-4/2SP 2 10.8 120 17400 300 43500 105
NH-4/4SP 4 4 12.6 200 29000 500 72500 115
NH-4/6SP 6 144 260 37700 650 94250 130
NH-4/8SP 8 16.2 310 44950 775 112375 145
NH-5/2SP 2 122 120 17400 300 43500 115
NH-5/4SP 5 4 14 180 26100 450 65250 120
NH-5/6SP 6 16 280 40600 625 90625 130
NH-5/8SP 8 18 300 43500 750 108750 145
NH-6/2SP 2 13.6 110 15950 275 39875 125
NH-6/4SP 6 4 15.6 170 24650 425 61625 140
NH-6/6SP 6 17.6 230 33350 575 83375 155
NH-6/8SP 8 19.6 280 40600 700 101500 170
NH-8/2SP 2 16.2 100 14500 250 36250 155
NH-8/4SP s 4 18.2 160 23200 400 58000 175
NH-8/6SP 6 20.2 220 31900 550 79750 195
NH-8/8SP 8 22.2 260 37700 650 94250 210
NH-10/2SP 2 19 100 14500 250 36250 180
NH-10/4SP 10 4 21.4 160 23200 400 58000 200
NH-10/6SP 6 23.8 220 31900 550 79750 220
NH-12/2SP 2 21.2 80 11600 200 29000 190
NH-12/4SP 12 4 236 130 18850 325 47125 210
NH-12/6SP 6 26 180 26100 450 65250 230
NH-16/2SP 16 2 27 60 8700 150 21750 230
NH-16/4SP 4 295 100 14500 250 36250 260
NH-19/2sP 19 2 30 55 7975 220 31900 240
NH-19/4SP 4 32 95 13775 380 55100 265
NH-25/2SP 25 2 34.5 50 7250 200 29000 300
NH-25/4SP 4 36.5 85 12325 340 49300 300
NH-32/2SP - 2 435 40 5800 160 23200 350
NH-32/4SP 4 46.5 60 8700 240 34800 350
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